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§ 36.12 Changes after certification.
If an applicant desires to change any

feature of certified equipment, he shall
first obtain MSHA’s approval of the
change, pursuant to the following pro-
cedure:

(a) Application shall be made as for
an original certificate of approval, re-
questing that the existing certification
be extended to cover the proposed
changes and shall be accompanied by
drawings, specifications, and related
data, showing the changes in detail.

(b) The application will be examined
by MSHA to determine whether inspec-
tion and testing of the modified equip-
ment or component or subassembly
will be required. Testing will be nec-
essary if there is a possibility that the
modification may affect adversely the
performance of the equipment. MSHA
will inform the applicant whether such
testing is required and the component,
subassembly, and related material to
be submitted for that purpose.

(c) If the proposed modification
meets the requirements of this part, a
formal extension of certification will
be issued, accompanied by a list of new
and corrected drawings and specifica-
tions to be added to those already on
file as the basis for the extension of
certification.

[Schedule 31, 26 FR 645, Jan. 24, 1961, as
amended at 52 FR 17516, May 8, 1987]

§ 36.13 Withdrawal of certification.
MSHA reserves the right to rescind

for cause any certificate of approval
granted under this part.

Subpart B—Construction and
Design Requirements

§ 36.20 Quality of material, workman-
ship, and design.

(a) MSHA will test only equipment
that in the opinion of its qualified rep-
resentatives is constructed of suitable
materials, is of good quality workman-
ship, based on sound engineering prin-
ciples, and is safe for its intended use.
Since all possible designs, arrange-
ments, or combinations of components
and materials cannot be foreseen,
MSHA reserves the right to modify the
construction and design requirements
of subassemblies or components and

tests thereof to obtain the same degree
of protection as provided by the tests
described in Subpart C of this part.

(b) The quality of material, work-
manship, and design shall conform to
the requirements of § 7.98(q) of this
chapter.

(c) Power packages approved under
part 7, subpart F of this chapter are
considered to be acceptable for use in
equipment submitted for approval
under this part. Sections 36.21 through
36.26 (except § 36.25(f)) and §§ 36.43
through 36.48 are not applicable to
equipment utilizing part 7, subpart F
power packages, since these require-
ments have already been satisfied.

[Sched. 31, 26 FR 645, Jan. 24, 1961, as amend-
ed at 61 FR 55526, Oct. 25, 1996]

§ 36.21 Engine for equipment consid-
ered for certification.

Only equipment powered by a com-
pression-ignition (diesel) engine and
burning diesel fuel will be considered
for approval and certification. The
starting mechanism shall be actuated
pneumatically, hydraulically, or by
other methods acceptable to MSHA.
Electric starting shall not be accepted.
Engines burning other fuels or utilizing
volatile fuel starting aids will not be
investigated.

[Sched. 31, 26 FR 645, Jan. 24, 1961, as amend-
ed at 61 FR 55526, Oct. 25, 1996]

§ 36.22 Fuel-injection system.

This system shall be so constructed
that the quantity of fuel injected can
be controlled at a desired maximum
value and shall be so arranged that this
adjustment can be changed only after
breaking a seal or unlocking a com-
partment. Provision shall be made for
convenient adjustment of the max-
imum fuel-injection rate to that re-
quired for safe operation at different
altitudes (elevations above sea level).
The governor, controlling engine speed
and fuel injection, shall not directly af-
fect airflow to the engine and provision
shall be made to seal or lock its adjust-
ment compartment. Filters shall be
provided to insure that only clean fuel
will reach the injection pump or
injectors.
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